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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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( Reaffirmed 2001 ) 




Indian Standard 

SPECIFICATION FOR 

WOVEN (MESH) TYPE SUPPORTING SCREENS FOR 

CONTINUOUS CENTRIFUGAL MACHINES USED 

IN SUGAR INDUSTRY 



1. Scope — Specifies material, dimensions and other requirements for woven ( mesh ) type supporting 
screens for continuous type centrifugal machines used in sugar industry. 

2. Material — Stainless steel conforming to grade 04Cr18Ni11 or 02Cr17Ni 12 Mo 2 of 
IS : 1570 (Part 5)-1972 'Schedule for wrought steels: Part 5 Stainless and heat resistant steels'. 

3. Dimensions 

3.1 The thickness of the wire to be used for the manufacture of the woven ( mesh ) type supporting 
screens shall be 1*6 mm _± 009 mm. 

3.2 The supporting screens may have any one of the following types of apertures: 

a) a nominal aperture size of 4 mm with a screening area of 51 percent, or 

b) a nominal aperture size of 5 mm with a screening area of 57 percent. 

3.3 The size of the different types of supporting screens will depend on the size of centrifugals. 

3.4 The supporting screens shall be evenly woven and duly pressed resulting in a smooth working 
surface (flat top type). 

4. Marking — Each supporting liner shall be marked with the following particulars: 

a) Manufacturer's name or trade-mark, 

b) Type of centrifugal machine and size, 

c) Diameter of wire, and 

d) Aperture size, 

4.1 ISI Certification Mark — Details available with the Indian Standards Institution. 

5. Packing — As agreed to between the purchaser and the supplier. 

6. Sampling — As agreed to between the purchaser and the supplier. 
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